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I.D. Ø
mm

O.D. Ø
mm

Wall Thickness
mm

Working Pressure 
bar

Bursting Pressure 
bar

Weight
kg/m

Standard Lengths 
m

12,50 17,40 2,45 14,00 42 0,14 10, 15, 20, 25, 30, 
50, 100

15,00 21,30 2,65 12,00 36 0,18 15, 25, 50

19,00 25,40 3,20 9,00 27 0,27 10, 25, 50, 100

25,00 32,80 3,90 7,00 21 0,43 25

Applications Gardening and irrigation, for  
professional gardeners and 
agriculture

Structure 5-layer Soft-PVC hose with Polyes-
ter fabric, grey with orange stripes 

Temperature 
Resistance

– 15° C up to + 65° C

SMARTFLEX SMT Comfort

Properties: Five matched layers for excellent handling, the SMT-fabric prevents knots and kinks by simply passing on the 
twist through the weaving technique of the fabric over the length of the hose, algae and UV protection, phthalate-free

5-layer Soft-PVC hose for gardening and irrigation with advanced anti-torsion mesh

Alternative sizes, imprints and colours can be supplied on request | For further technical information please refer to Hose Guidelines 
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microbe- 
resistant

hydrolysis- 
resistant

inside 
smoothness


